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Fresnel Spot Light

Panel Light (Cinema)

Wireless

Panel Light (A)

Panel Light (E)

Cyclorama

Downlight

Spot Light (Other)

Foot Light

Beauty Soft Light

Products Classification

FS5000 FS3000 FS2000 FS1500 FS1000

A8-Plus A6-Plus

A2460 A2440 A1840

E3060 E2440 E2040 E1360

CYC800 CYC500 CYC400

DL50 DL30 DL10

PS750 MS2000

L500 L500B

DSPAD

RX1 / TX1



Innovation of professional LED lights

by

R&D Manufacture Consulting

10년 이상의 연구개발 노하우
고객의 요구사항 적극적 수용
100% 자체 연구개발 시스템

LED 조명으로의  전환
조명 네트워크 시스템 구축
조명시스템의 효율성 업그레이드

다품종 소량 생산
대량 생산 시스템
전수검사 출하

Untiring efforts on LED lighting 
over a decade 
Own R&D system  
Direct toward developing products 
to meet the unmet needs
Identify, clarify and extend 
explicit needs

Switch to LED circumstance
Establish lighting network system 
Improve lighting system 
efficiency

Standardization of manufactures
Felxible batch production
Entire quantity inspection 
before shipping



LED FRESNEL SPOT LIGHT

FS Series

Smart Touch 
Control

High CRI 
True Color

High TLCI 
True Color

Ultra HD
Lighting Quality

Halogen
Alternative LED

No Heavy 
Weight

Flicker Free USB Firmware 
Upgrade

Long
LED Lifetime



NEW

Power Input Voltage
Power Consumption (Max)
LED Chip
Lens Diameter (mm / inch)
Beam Angle
Color Temperature
Supported Protocols

FS2000 (FS-2.0)
Specifications Specifications

AC 100 ~ 240V, 50/60Hz
350W
400W CSP LED
ø200 / 8”
15 ~ 55˚
Full 2,900 ~ 6,000K (VCT)
DMX512 / DMX512 RDM / 
            Wireless  DMX512 / Wireless RDM 

Dimming
Dimension (mm / inch)
Weight (kg / lbs)

0~100% 16-bit
378 x 501 x 415 / 14.9 x 19.7 x 16.3 (WHD)
10 / 22

3m (50˚)
5m (50˚)
7m (50˚)
9m (50˚)

Photometric Data Lux
1983
773
408
250

Optional Accessories
Pole operation stirrup

LED FRESNEL SPOT LIGHT

Power Input Voltage
Power Consumption (Max)
LED Chip
Lens Diameter (mm / inch)
Beam Angle
Color Temperature
Supported Protocols

FS3000 (FS-3.0)
Specifications Specifications

AC 100 ~ 240V, 50/60Hz
500W
600W CSP LED
ø250 / 10”
15 ~ 55˚
Full 2,900 ~ 6,000K (VCT)
DMX512 / DMX512 RDM / 
            Wireless  DMX512 / Wireless RDM 

Dimming
Dimension (mm / inch)
Weight (kg / lbs)

0~100% 16-bit
432 x 526 x 464 / 17 x 20.7 x 18.3 (WHD)
14 / 30.8

3m (50˚)
5m (50˚)
7m (50˚)
9m (50˚)

Photometric Data Lux
2947
1163
615
391

Power Input Voltage
Power Consumption (Max)
LED Chip
Lens Diameter (mm / inch)
Beam Angle
Color Temperature
Supported Protocols

FS5000 (FS-5.0)
Specifications Specifications

AC 100 ~ 240V, 50/60Hz
650W
800W CSP LED
ø250 / 10”
15 ~ 55˚
Full 2,900 ~ 6,000K (VCT)
DMX512 / DMX512 RDM / 
            Wireless  DMX512 / Wireless RDM 

Dimming
Dimension (mm / inch)
Weight (kg / lbs)

0~100% 16-bit
432 x 526 x 464 / 17 x 20.7 x 18.3 (WHD)
14 / 30.8

3m (50˚)
5m (50˚)
7m (50˚)
9m (50˚)

Photometric Data Lux
4130
1620
850
535

Power Input Voltage
Power Consumption (Max)
LED Chip
Lens Diameter (mm / inch)
Beam Angle
Color Temperature
Supported Protocols

FS1000 (FS-1.0)
Specifications Specifications

AC 100 ~ 240V, 50/60Hz
180W
300W CSP LED
ø170 / 7”
15 ~ 60˚
Full 2,900 ~ 6,000K (VCT)
DMX512 / DMX512 RDM / 
            Wireless  DMX512 / Wireless RDM 

Dimming
Dimension (mm / inch)
Weight (kg / lbs)

0~100% 16-bit
358 x 479 x 401 / 14.1 x 18.9 x 15.8 (WHD) 
8.5 / 18.7

3m (50˚)
5m (50˚)
7m (50˚)
9m (50˚)

Photometric Data Lux
844
331
178
110

Power Input Voltage
Power Consumption (Max)
LED Chip
Lens Diameter (mm / inch)
Beam Angle
Color Temperature
Supported Protocols

FS1500 (FS-1.5)
Specifications Specifications

AC 100 ~ 240V, 50/60Hz
250W
300W CSP LED
ø200 / 8”
15 ~ 55˚
Full 2,900 ~ 6,000K (VCT)
DMX512 / DMX512 RDM / 
            Wireless  DMX512 / Wireless RDM 

Dimming
Dimension (mm / inch)
Weight (kg / lbs)

0~100% 16-bit
378 x 501 x 415 / 14.9 x 19.7 x 16.3 (WHD)
10 / 22

3m (50˚)
5m (50˚)
7m (50˚)
9m (50˚)

Photometric Data Lux
1395
552
297
185

Option

Option

Option

Option

Option

H

W D



LED PANEL LIGHT

A-Plus Series
 2,500~10,000K의 넓은 색온도 가변 기능

High CRI 
True Color

High TLCI 
True Color

Scene Direction 
Available

Flicker Free

Long
LED Lifetime

Smart Touch 
Control

USB Firmware 
Upgrade

Ultra HD
Lighting Quality



Optional Accessories
Pole operation stirrup Honeycomb grid filter

LED PANEL LIGHT

Power Input Voltage
Power Consumption (Max)
LED Chip
Beam Angle
Color Temperature
Colored Light

Supported Protocols

A6-Plus
Specifications Specifications

AC 100 ~ 240V, 50/60Hz
300W
0.5W / Full RGB LED
135˚
Full 2,500 ~ 10,000K (VCT)
Full RGB + W
(4 Color Gamut with Hue and Saturation Control)
DMX512 / DMX512 RDM / 
            Wireless  DMX512 / Wireless RDM 

Dimming
Dimension (mm / inch)
Weight (kg / lbs)

0~100% 16-bit
596 x 354 x 155 / 23.5 x 13.9 x 6.1 (WHD)
8.3 / 18.3

Variety Color 
Representation

3m
5m
7m
9m

Photometric Data Lux
589
235
126
80

Power Input Voltage
Power Consumption (Max)
LED Chip
Beam Angle
Color Temperature
Colored Light

Supported Protocols

A8-Plus
Specifications Specifications

AC 100 ~ 240V, 50/60Hz
400W
0.5W / Full RGB LED
135˚
Full 2,500 ~ 10,000K (VCT)
Full RGB + W
(4 Color Gamut with Hue and Saturation Control)
DMX512 / DMX512 RDM / 
            Wireless  DMX512 / Wireless RDM 

Dimming
Dimension (mm / inch)
Weight (kg / lbs)

0~100% 16-bit
741 x 378 x 155 / 29.2 x 14.9 x 6.1 (WHD)
10.5 / 23.1

Variety Color 
Representation

3m
5m
7m
9m

Photometric Data Lux
1040
402
213
136Option

Option

H

W D



LED PANEL LIGHT

A Series

Smart Touch 
Control

Ultra HD
Lighting Quality

High CRI 
True Color

High TLCI 
True Color

Flicker Free

Long
LED Lifetime

USB Firmware 
Upgrade



Optional Accessories
Pole operation stirrup Honeycomb grid filter

Power Input Voltage
Power Consumption (Max)
LED Chip
Beam Angle
Color Temperature
Colored Light 

Supported Protocols

A2440 (A6)
Specifications Specifications

AC 100 ~ 240V, 50/60Hz
200W
0.5W /            Full RGB LED 
135˚
Full 2,900 ~ 6,000K (VCT)
Full RGB + W
(4 Color Gamut with Hue and Saturation Control)
DMX512 / DMX512 RDM / 
            Wireless  DMX512 / Wireless RDM 

Dimming
Dimension (mm / inch)
Weight (kg / lbs)

0~100% 16-bit
540 x 351 x 155 / 21.3 x 13.8 x 6.1 (WHD)
7.9 / 17.4

3m
5m
7m
9m

Photometric Data Lux
429
178
95
60

 LED PANEL LIGHT

Power Input Voltage
Power Consumption (Max)
LED Chip
Beam Angle
Color Temperature
Colored Light

Supported Protocols

A1840 (A4)
Specifications Specifications

AC 100 ~ 240V, 50/60Hz
150W 
0.5W /            Full RGB LED 
135˚
Full 2,900 ~ 6,000K (VCT)
Full RGB + W
(4 Color Gamut with Hue and Saturation Control)
DMX512 / DMX512 RDM / 
            Wireless  DMX512 / Wireless RDM 

Dimming
Dimension (mm / inch)
Weight (kg / lbs)

0~100% 16-bit
540 x 295 x 155 / 21.3 x 11.6 x 6.1 (WHD)
6.3 / 13.9

3m
5m
7m
9m

Photometric Data Lux
320
138
76
47

Power Input Voltage
Power Consumption (Max)
LED Chip
Beam Angle
Color Temperature
Colored Light

Supported Protocols

A2460 (A8)
Specifications Specifications

AC 100 ~ 240V, 50/60Hz
300W
0.5W /            Full RGB LED 
135˚
Full 2,900 ~ 6,000K (VCT)
Full RGB + W
(4 Color Gamut with Hue and Saturation Control)
DMX512 / DMX512 RDM / 
            Wireless  DMX512 / Wireless RDM 

Dimming
Dimension (mm / inch)
Weight (kg / lbs)

0~100% 16-bit
741 x 378 x 155 / 29.2 x 14.9 x 6.1 (WHD)
10.5 / 23.1

3m
5m
7m
9m

Photometric Data Lux
788
310
164
104

Option

Option

Option

Option

Option

Option

Option

Option

Option

H

W D



LED EDGE PANEL LIGHT

E Series

Smart Touch 
Control

High CRI 
True Color

High TLCI 
True Color

Ultra HD
Lighting Quality

Side Reflection
Lighting System

Quite
(No Fan)

Flicker Free USB Firmware 
Upgrade

Long
LED Lifetime



Pole operation stirrup
Optional Accessories

Honeycomb grid filter

Power Input Voltage
Power Consumption (Max)
LED Chip
Beam Angle
Color Temperature
Dimming
Supported Protocols

E2440 (E6)
Specifications Specifications

AC 100 ~ 240V, 50/60Hz
200W
0.5W
135˚
Full 2,900 ~ 6,000K (VCT)
0~100% 16-bit
DMX512 / DMX512 RDM / 
            Wireless  DMX512 / Wireless RDM
  

Dimension (mm / inch)
Weight (kg / lbs)

571 x 365 x 112 / 22.5 x 14.4 x 4.4 (WHD) 
8.2 / 18.1

3m
5m
7m
9m

Photometric Data Lux
349
148
82
50

LED EDGE PANEL LIGHT

Power Input Voltage
Power Consumption (Max)
LED Chip
Beam Angle
Color Temperature
Dimming
Supported Protocols

E1360
Specifications Specifications

AC 100 ~ 240V, 50/60Hz
150W
0.5W
135˚
Full 2,900 ~ 6,000K (VCT)
0~100% 16-bit
DMX512 / DMX512 RDM / 
            Wireless  DMX512 / Wireless RDM 

Dimension (mm / inch)
Weight (kg / lbs)

774 x 212 x 154 / 30.5 x 8.3 x 6.1 (WHD)
8.6 / 19

3m
5m
7m
9m

Photometric Data Lux
343
141
77
45

Power Input Voltage
Power Consumption (Max)
LED Chip
Beam Angle
Color Temperature
Dimming
Supported Protocols

E2040 (E4)
Specifications Specifications

AC 100 ~ 240V, 50/60Hz
150W
0.5W
135˚
Full 2,900 ~ 6,000K (VCT)
0~100% 16-bit
DMX512 / DMX512 RDM / 
            Wireless  DMX512 / Wireless RDM 

Dimension (mm / inch)
Weight (kg / lbs)

571 x 296 x 112 / 22.5 x 11.7 x 4.4 (WHD) 
6.7 / 14.7

3m
5m
7m
9m

Photometric Data Lux
277
123
69
41

Power Input Voltage
Power Consumption (Max)
LED Chip
Beam Angle
Color Temperature
Dimming
Supported Protocols

E3060 (E8)
Specifications Specifications

AC 100 ~ 240V, 50/60Hz
300W
0.5W
135˚
Full 2,900 ~ 6,000K (VCT)
0~100% 16-bit
DMX512 / DMX512 RDM / 
            Wireless  DMX512 / Wireless RDM
 

Dimension (mm / inch)
Weight (kg / lbs)

777 x 419 x 112 / 30.6 x 16.5 x 4.4 (WHD) 
12 / 26.5

3m
5m
7m
9m

Photometric Data Lux
548
225
122
76

Option

Option

Option

Option

H

W D



LED CYCLORAMA / HORIZONT LIGHT

CYC Series

Smart Touch 
Control

High Power
LED

Ultra HD
Lighting Quality

Great Flat
Brightness

Variety Color
Representation

Flicker Free

USB Firmware 
Upgrade

Long
LED Lifetime



Power Input Voltage
Power Consumption (Max)
LED Chip
Beam Angle

Colored Light
Dimming
Supported Protocols

CYC400 (CYC-400H)
Specifications Specifications

AC 100 ~ 240V, 50/60Hz
150W
CREE XP-E 3W 60EA
Asymmetric (60˚x135˚ / 85˚x150˚ / 130˚x60˚ / 
20˚x60˚ / 30˚x60˚ / 40˚x60˚)
Full RGB + Amber + White
0~100% 16-bit
DMX512 / DMX512 RDM / 
            Wireless  DMX512 / Wireless RDM 

Dimension (mm / inch)
Weight (kg / lbs)
CRI

520 x 206 x 171 / 20.5 x 8.1 x 6.7 (HWD) 
6.5 / 14.3
80 ~ 94

Power Input Voltage
Power Consumption (Max)
LED Chip
Beam Angle

Colored Light
Dimming
Supported Protocols

CYC500 (CYC-500H)
Specifications Specifications

AC 100 ~ 240V, 50/60Hz
240W
CREE XP-E 3W 90EA
Asymmetric (60˚x135˚ / 85˚x150˚ / 130˚x60˚ / 
20˚x60˚ / 30˚x60˚ / 40˚x60˚)
Full RGB + Amber + White
0~100% 16-bit
DMX512 / DMX512 RDM / 
            Wireless  DMX512 / Wireless RDM 

Dimension (mm / inch)
Weight (kg / lbs)
CRI

670 x 206 x 171 / 26.4 x 8.1 x 6.7 (HWD)  
8.1 / 17.9
80 ~ 94

Power Input Voltage
Power Consumption (Max)
LED Chip
Beam Angle

Colored Light
Dimming
Supported Protocols

CYC800 (CYC-800H)
Specifications Specifications

AC 100 ~ 240V, 50/60Hz
300W
CREE XP-E 3W 120EA
Asymmetric (60˚x135˚ / 85˚x150˚ / 130˚x60˚ / 
20˚x60˚ / 30˚x60˚ / 40˚x60˚)
Full RGB + Amber + White
0~100% 16-bit
DMX512 / DMX512 RDM / 
            Wireless  DMX512 / Wireless RDM 

Dimension (mm / inch)
Weight (kg / lbs)
CRI

860 x 206 x 171 / 33.9 x 8.1 x 6.7 (WHD) 
10.1 / 22.3
80 ~ 94

Touch Screen Display & Control

Light Distribution (W) 6m x (H) 8m

Light Distribution (W) 12m x (H) 8m

LED CYCLORAMA / HORIZONT LIGHT

Option

Option

Option



LED DOWNLIGHT

DL Series

High CRI 
True Color

High TLCI 
True Color

Flicker Free Long
LED Lifetime



Power Input Voltage
Power Consumption (Max)
LED Chip
Cut-off Size (mm / inch)
Beam Angle
Color Temperature
Control
Supported Protocols

DL10
Specifications Specifications

AC 100 ~ 240V, 50/60Hz
10W
10W CSP LED
ø94 / 3.7
15˚ / 24˚ / 36˚ / 60˚
Full 2,900 ~ 6,000K (VCT)
3 Pin DMX in and Through
DMX512 / DMX512 RDM / 
            Wireless  DMX512 / Wireless RDM 

Dimming
Dimension (mm / inch)
Weight (kg / lbs)

0~100% 16-bit
100 x 119 x 80 / 3.9 x 4.7 x 3.1
0.55 / 1.2

Power Input Voltage
Power Consumption (Max)
LED Chip
Cut-off Size (mm / inch)
Beam Angle
Color Temperature
Control
Supported Protocols

DL30
Specifications Specifications

AC 100 ~ 240V, 50/60Hz
30W
30W CSP LED
ø154 / 6.06
15˚ / 24˚ / 36˚ / 60˚
Full 2,900 ~ 6,000K (VCT)
3 Pin DMX in and Through
DMX512 / DMX512 RDM / 
            Wireless  DMX512 / Wireless RDM 

Dimming
Dimension (mm / inch)
Weight (kg / lbs)

0~100% 16-bit
164 x 184 x 129 / 6.5 x 7.2 x 5.1
1 / 2.2

Power Input Voltage
Power Consumption (Max)
LED Chip
Cut-off Size (mm / inch)
Beam Angle
Color Temperature
Control
Supported Protocols

DL50
Specifications Specifications

AC 100 ~ 240V, 50/60Hz
50W
50W  / 100W CSP LED
ø174 / 6.85
15˚ / 24˚ / 36˚ / 60˚
Full 2,900 ~ 6,000K (VCT)
3 Pin DMX in and Through
DMX512 / DMX512 RDM / 
            Wireless  DMX512 / Wireless RDM 

Dimming
Dimension (mm / inch)
Weight (kg / lbs)

0~100% 16-bit
185 x 218 x 148 / 7.3 x 8.6 x 5.8
1.5 / 3.3

Light Distribution

LED DOWNLIGHT

Option

Option

Option

90˚

80˚

70˚

60˚

50˚

90˚BEAM ANGLE 60˚

80˚

70˚

60˚

50˚

40˚ 40˚30˚ 30˚20˚ 20˚10˚ 10˚0˚
Average Beam Half - Angle = 50

5m

4m

3m

2m

1m
1589 lux

456 lux

213 lux

114 lux

78 lux



3m
5m
7m
9m

Photometric Data Lux
1983
773
408
250

Power Input Voltage
Power Consumption (Max)
LED Chip
Beam Angle
Color Temperature
Supported Protocols

Dimming
Dimension (mm / inch)
Weight (kg / lbs)

MS2000
Specifications

AC 100 ~ 240V, 50/60Hz
200W
50W COB LED x 4
24˚ / 38˚ / 80˚
3000 / 3200 / 4500 / 5000 / 6000K
DMX512 / DMX512 RDM / 
            Wireless  DMX512 / Wireless RDM 
0~100% 16-bit
536 x 268 x 177 / 21.1 x 10.6 x 7 (WHD)
7.2 / 15.8

Power Input Voltage
Power Consumption (Max)
LED Chip
Beam Angle
Color Temperature
Supported Protocols

Dimming
Dimension (mm / inch)
Weight (kg / lbs)

PS750
Specifications

AC 100 ~ 240V, 50/60Hz
230W
300W CSP LED
15˚ / 35˚ / 50˚ / 15˚ ~ 35˚
Full 2,900 ~ 6,000K (VCT)
DMX512 / DMX512 RDM / 
            Wireless  DMX512 / Wireless RDM 
0~100% 16-bit
220 x 280 x 645 / 8.7 x 11 x 25.4 (WHD)
7.5 / 16.5

3m
5m
7m
9m

Photometric Data Lux
6000
2200
1100
550

LED PROFILE

LED MULTI SPOT LIGHT

Option

Option

Halogen
Alternative LED

Smart Touch 
Control

High CRI 
True Color

High TLCI 
True Color

Flicker Free

USB Firmware 
Upgrade

Long
LED Lifetime

Smart Touch 
Control

High CRI 
True Color

High TLCI 
True Color

Flicker Free

USB Firmware 
Upgrade

Long
LED Lifetime



Power Input Voltage
Power Consumption (Max)
LED Chip
Beam Angle
Color Temperature
Supported Protocols

Dimming
Dimension (mm / inch)
Weight (kg / lbs)

L500
Specifications

AC 100 ~ 240V, 50/60Hz
120W
0.5W
135˚
Full 2,900 ~ 6,000K (VCT)
DMX512 / DMX512 RDM / 
            Wireless  DMX512 / Wireless RDM
0~100% 16-bit 
605 x 209 x 189 / 23.8 x 8.2 x 7.4 (WHD)
8.4 / 18.5

1m
3m
5m
7m

Photometric Data Lux
1750
277
123
69

Power Input Voltage
Battery Voltage Range
Power Consumption (Max)
LED Chip
Beam Angle
Color Temperature
Supported Protocols

Dimming
Dimension (mm / inch)
Weight (kg / lbs)

L500B
Specifications

AC 100 ~ 240V, 50/60Hz
14.4V DC
120W
0.5W
135˚
Full 2,900 ~ 6,000K (VCT)
DMX512 / DMX512 RDM / 
            Wireless  DMX512 / Wireless RDM
0~100% 16-bit 
583 x 246 x 163 / 23 x 9.7 x 6.4 (WHD)
6.5 / 14.3

1m
3m
5m
7m

Photometric Data Lux
1750
277
123
69

LED FOOT LIGHT

Option

Option

Smart Touch 
Control

High CRI 
True Color

High TLCI 
True Color

Flicker Free

USB Firmware 
Upgrade

Long
LED Lifetime

Smart Touch 
Control

High CRI 
True Color

High TLCI 
True Color

Flicker Free

USB Firmware 
Upgrade

Long
LED Lifetime



Power Input Voltage
Supported Protocol
International license
Operational Frequency Range
Wireless Range
Ingress Protection
Connectors

Dimension (mm / inch)
Weight (kg / lbs)

Specifications
AC 100 ~ 240V, 50/60Hz
ANSI E1.11-DMX512-A / ANSI E1.20-RDM
Free ISM band on 2.4GHz
2402-2480 MHz
Up to 1000 meters
IP20
DMX: 1 XLR Neutrik® 5-pin gold plated 
male / female
Antenna: RP-SMA female
AC: Neutrik® NAC3FCA male
173 x 135 x 50 / 6.8 x 5.3 x 2
0.8 / 1.7

Power Input Voltage
Power Type
Lighting Time (Full Charge)
Power Consumption (Max)
LED Chip
Beam Angle
Color Temperature
Control
Dimming
Dimension (mm / inch)
Weight (kg / lbs)

DSPAD (Beauty Soft Light)
Specifications

12.6V DC
Battery Type
3 hours
18W
0.5W
135˚
Full 2,900 ~ 6,000K (VCT)
Jog Switch Controller
0~100% 16-bit
240 x 90 x 29 / 9.4 x 3.5 x 1.1 (WHD)
0.62 / 1.4

RX1 / TX1

LED DESK PAD

WIRELESS MODULE

알파라이트는 스웨덴 Lumen Radio사와 협약을 맺어 기술과 정보를 
제휴하고 있습니다. Lumen Radio사의 무선 DMX제품은 무선으로 조명 
설비를 제어하는데 필요한 신뢰를 제공합니다. 
획기적인 특허 인지 공존 기술(Cognitive Coexistence Technology)을 
통해 무선 DMX 용 CRMX™ 기술은 전 세계에 걸쳐 무선 조명 제어 표준이 
되었습니다. 2.4 GHz 주파수에서 실행되는 모든 제품은 전 세계 어디에서든 
사용할 수 있습니다. 
 
CRMX TX는 최대 512 개의 채널을 하나의 DMX Universe를 위한 DMX 
송신기이고,CRMX RX는 CRMX 송신기로 전송되는 하나의 DMX Universe
를 위한 수신기입니다.여러 CRMX TX 장치를 함께 사용하여 여러 DMX 
유니버스를 전송이 가능하여 시스템을 쉽게 확장 할 수 있습니다.

High CRI 
True Color

High TLCI 
True Color

Flicker Free Long
LED Lifetime

Ultra HD
Lighting Quality

Side Reflection
Lighting System

Quite
(No Fan)

Wide Angle



알파라이트 LED 조명 광원의 표준 스펙트럼 데이터

SPECTRUM DATA

알파라이트 LED 조명 광원의 연색성 및 색의 재현성 데이터

CRI DATA

[ 3200K ] [ 5600K ]

[ 3200K ] [ 5600K ]

[ 3200K ] [ 5600K ]

TLCI DATA



Light source design based 
CIE 1931 standard
(CIE1931 표준 광원설계를 위한 
  광원 설계 기술)

Color matching technology with tunable 
color and color temperature control
(광색가변 색온도제어 컬러매칭 기술)

- High CRI/TLCI
- Binning compensation
- LED array as effective and efficient

Smart touch LCD screen

DMX512 / DMX512 RDM / 
Wireless DMX512 / Wireless RDM

Optimizing lens design in each 
fixture types
(LED 조명등기구의 타입에 따라 
  최적화된 광학렌즈 설계)

Light guide panel pattern design 
and micro diffuser type lens
(광패턴 설계 및 마이크로 디퓨저 
  타입 렌즈 개발)

Asymmetric wide angle lens
(비대칭의 자유곡면 기술을 적용한 
  LED 광확산 렌즈 개발)

Multi focusing zoom lens

(멀티포커싱 소프트 줌 렌즈)

OPTIMIZED & CUSTOMIZED LED LIGHTING PLAN FOR CUSTOMERS
(사용자를 위한 최적화된 맞춤형 LED 조명등기구 설계)

Lighting fixture design

Optical lens design
CIE 1931 color space 
standard light source plan (CIE1931 색공간 표준광원 설계)

Intensity & color temperture
(외형 디자인)

(밝기 & 색온도)

(광학 렌즈 설계)

CUSTOMIZING

BASE SOFT LIGHTSPOT LIGHT CYC HORI LIGHT

LIGHT SOURCE 
DESIGN ENGINE

(광원 설계 엔진) (조명제어 시스템)

LIGHTING 
CONTROL SYSTEM

(광학 설계 솔루션)

OPTICAL LENS 
DESIGN  SOLUTIONS

CORE TECHNOLOGY

Multi focusing lens
Light 
source

Reflection 
Sheet

LGP
(Lamp+Reflector)

Ad Film
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MEMO



MEMO
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07363 서울특별시 영등포구 경인로 88길 5-8, 2층

2nd Floor, 5-8, Gyeongin-ro 88-gil, Yeongdeungpo-gu, Seoul, Republic of Korea, 07363
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