
 

GLP X4 Bar

 

The GLP impression X4 Bar uses high output RGBW LED’s that are packed tightly to give a full 
batten of light, with 20 LED’s used in the 40 inch long X4 Bar 20 and 10 LED’s used in the shorter 
20 inch X4 Bar 10. High quality optics ensure a smooth, homogenised output across the batten 
through a broad pallet of pastel and saturated colours. The X4 Bar 10 and X4 Bar 20 both feature 
a 7:1 zoom ranging from 7 to 50 degrees, giving effects from a narrow angle light curtain to a wide 
angle backlight or wash light. The X4 Bar has been specifically designed to give consistent pixel 
spacing between adjacent units, an important visual aspect for many designers using fixtures in 
view of the audience. 

Colour Spectrum: RGBW
Number Of LEDs:  10 (X4 Bar 10) 20 (X4 Bar 20)
LED Type: 15w
Dispersion:  7°-50° Motorised Zoom 
30° x 3°  horizontal spread filter included
DMX Input/Output: DMX 5-Pin with RDM
DMX Mode: 23/33/19/34/28/29/48/49(X4 Bar 10) 
34/19/35/88/89/48/49 (X4 Bar 20)
Y Axis: 210° Tilt in 1.5 sec

Effects
FULL RGBW Colour Mixing + Full Pixel Control + Macros
Variable CTO 2500k-10000k
Strobe: 1-10 Hz times/second Electronic & random 
Dimmer: 0-100% Linear Adjustment 

Operating voltage:110 V AC - 240 V AC / 50 – 60 Hz
Power: 200w (X4 Bar 10) 450w (X4 Bar 20)
Housing material: Aluminium + Flame Retardant Plastic
Unit Dimensions
X4 Bar 10: 500mm x 240mm x 100mm
X4 Bar 20: 1000mm x 240mm x 100mm
Weight: X4 Bar 10: 8 kg
Weight: X4 Bar 20: 14.5 kg
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